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Nominal speed : 3,200 r.p.m
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•  PP wetted end materials for OEM, aquarium and 

 general process applications.

•  ETFE wetted end materials for hazardous chemical transfer.

•  Heavy duty motor construction for long life.

PS Series

Specification table

Pump performance curve

Performance ft-GPM, 60HZFitting size (") 
Model

Motor
Output x
Input(W)
90-170

150-290

150-290

250-390

330-460

13

18

18

20

26

Net

(lb)
weight

NH-150PS/150PS-F
NH-200PS-Z/200PS-Z-F
NH-200PS/200PS-F
NH-250PS/250PS-F
NH-300PS/300PS-F

Nominal speed 2,700/3,200 r.p.m

Hose
InxOutlet

1x1

1x1

1x1

1x1

1x13/16

1x1

1x1

1x1

1x1

1x3/4

NPT thread
InxOutlet

Max total head-
max discharge

27.0-18.5

52.5-9.5

39.0-29.0

46.0-31.5

82.0-13.0

Specified head-
specified discharge

13.0-11.9

26.0-7.9

24.5-18.5

29.5-21.0

68.9-13.0

100~120

100~120

100~120

100~120

100~120

Voltage
(V)

Note:Performance curves are for water. Consult PWA for higher Specific gravity chemicals.



Model identification

N H - 2 0 0 P S - F - H - 1
(5)          (4)          (3)        (2)       (1)

Model

Series

Supply voltage : 1  100-110V
  2  220-240V

Pipe connection : H  Hose
 : T  NPT thread

Material : Without PPG
  N PVDF
  F ETFE

Installation dimensions

b

a

L

c

f

e

W

H

g

d

NH-300PS
NH-250PS
NH-200PS-Z

Model
NH-150PS

( inch )

NH-200PS

L
11.8

14.0
14.4
14.4

14.0

H

6.5
6.5

6.5

6.5
6.5

d

4.3
4.3
4.3

3.9
4.3

b

3.9
3.9
3.9

2.5
3.9

a

2.8
2.8
2.8

2.5
2.8

c

8.1
8.1
8.5

7.8
8.5

f

2.8
2.8

2.8

2.8
2.8

e

2.6
2.6

2.6

2.6
2.6

W
4.7

6.1
6.1

6.1
6.1

g

43.5
43.5

43.5

43.5
43.5

NH-150PS, 200PS, 250PS, 300PS
NH-150PS-F, 200PS-F, 250PS-F, 300PS-F

Hose, NPT thread


